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AIR PRESSURE REGULATOR
 and GAUGE

AIR SAFETY RELIEF VALVE

MOTOR CONTROLER

ELECTRIC MOTOR 30W
MONOPHASE 230V

MIXING SHAFT

COMPRESSION FITTING

NOTE :

DIMENSIONS ARE IN mm1.

MATERIALS : 2.
tank : glass or acrylic with polycarbonate shield
structure : stainless steel 303/304 (316 option)
output fittings : polypropylene, compression 6mm           
oring : Viton

MMAXIMUM WORKING PRESSURE : 60 PSI (4 bar)3.
MAXIMUM ALLOWED PRESSURE : 84 PSI (5.6 bar)
WORKING TEMPERATURE : [+4°C ; +25°C]

CAPACITY WITHOUT LINER : 9.5 LITRE4.
NSIDE DIMENSIONS : 175mm x 400mm DEEP

DIMENSIONS ARE FOR REFERENCE ONLY5.

OUTER PROTECTIVE
POLYCARBONATE SHIELD

INNER GLASS OR 
ACRYLIC CYLINDER

MODIFICATIONS

A INITIAL ISSUE

DATEREVISION

ISO STANDARD FOR

Thread class
external 6g
internal 6H

Geometric Tolerances
DRAWN

DATE

MATERIAL: 
STAINLESS STEEL 
GLASS / ACRYLIC 

FINISH:
BEAD BLAST or BRUSHED

GENERAL TOLERANCE
Unless otherwise stated

Linear: 0.0 +/- 0.5
Angular: 0.0 +/- 2.5º
Surface Roughness: Ra1.6
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# PART NUMBER DESCRIPTION QTY

1 1050PS GLASS 7mm OR ACRYLIC 6mm 
CYLINDER 10L 1

2 1050-PC PROTECTIVE POLYCARBONATE 5mm 
CYLINDER 10L 1

3 1052PS VITON FLAT SEAL 2

4 1053PS BASE PLATE 1

5 1051PS ROD 4

6 1054-EL LID WITH ELECTRIC MOTOR 1

7 1055PS TOP PLATE 1

8 OR-4-188 O-RING 188mm ID x 4mm 1

9 NM8SS NUT STAINLESS STEEL M8 THIN 4

10 NM8SSSTD NUT STAINLESS STEEL M8 4

11 NM8PLSTAR STAR GRIP M8 4

12 HNIPPLE0.25 NIPPLE NPT 1/4" 1

13 HADAPTERF.25-M.125 1/8 MALE 1/4 FEMALE BSP NIPPLE 
ADAPTER 1

14 HREGULATORAIR60 AIR PRESSURE REGULATOR 0-60 PSI 1

15 AN-60-G PRESSURE GAUGE 0-60 PSI 1

16 HADAPTER0.125-6 STRAIGHT ADAPTOR G1/8 x 6mm 1

17 HFIT0.25COMP6 COMPRESSION ADAPTER 1/4NPT 
6mm 1

18 60-SV SAFETY VALVE 0.25 60PSI 1

19 1026 ELECTRIC MOTOR 30W 1

20 1027 ELECTRIC CABLE CONTROLER-
MOTOR 1

21 OR-2-16 O-RING 16mm ID x 2mm 1

22 W4.5SSBONDED BONDED SEAL 4.5 4

23 BM4x70SSCAP BOLT M4x0.8 70L STAINLESS CAP 
HEAD 4

24 WM4SSSPRING BELLEVILLE SPRING LOCK WASHER M4 4

25 NM4SSLOCK NUT M4 STAINLESS NYLON LOCK 4

26 HCOUPLING1010 SHAFT COUPLER 10 10 1

27 2021 MIXER SHAFT 1

28 1L-9010-SINGLE MIXING SINGLE BLADE 1

29 NM10SS NUT STAINLESS STEEL M10 2

30 1029 MOTOR CONTROLER 1
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