
Material Mixers BMX-100 BMX-250 BMX-450 BMX-600

Capacity 3.53 Cubic Feet / 
26.4 Gallons

8.82 Cubic Feet / 
66 Gallons

15.89 Cubic Feet / 
118.9 Gallons

21.18 Cubic Feet / 
158.5 Gallons

Center Discharge 
Chute

N/A Hydraulically 
Controlled 8” 

Diameter Chute

Hydraulically 
Controlled 8” 

Diameter Chute

Hydraulically 
Controlled 8” 

Diameter Chute

Drive System Gear Drive Chain Driven Chain Driven Chain Driven

Electrical N/A 12V Switched 
Solenoid

12V Switched 
Solenoid

12V Switched 
Solenoid

Flow Range 11-16 GPM 11-22 GPM 11-22 GPM 11-22 GPM

Max Pressure N/A 3,500 PSI 3,500 PSI 3,500 PSI

Paddle Material Hardox 400 Hardox 400 Hardox 400 Hardox 400

Side Discharge Chute Manual Lever Manual Lever Manual Lever Manual Lever

Weight-Empty 419 lbs 838 lbs 1009 lbs 1389 lbs

Weight-Full Load 816 lbs 2161 lbs 3,362 lbs 4,564 lbs

Width 41” 58” 64” 81”

M A T E R I A L  M I X E R

HURRICANE
Mixing and pouring concrete has never been so efficient. Eterra Hurricane concrete mixers are perfect for small and 
medium size concrete operations where a truck is unnecessary or cannot access the site. Built for mini and full size 
skid steers in a variety of sizes.


