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5, 10, 30 METER (16.4, 32.8, 98.4 FT)
CABLE LENGTHS AVAILABLE
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OPTIONAL CABLE 
GUARD EXTENSION

[2250.4]
88.6

WEIGHT:
• 1.36 kg (3.0 lbs)

•

POWER REQUIREMENTS:
PROVIDED BY FIELD TRANSMITTER OR THRU GATEWAY•

TEMPERATURE:
OPERATING: 0 TO 40 C (32 TO 104 F)•
STORAGE: 0 TO 60 C (32 TO 140 F)•

ENVIRONMENTAL RATING:
ENCLOSURE: STAINLESS STEEL, IP68•
POLLUTION DEGREE: 2 (SENSOR), 4 (INSTALLATION ENVIRONMENT)•
PROTECTION CLASS: III•

DEPTH:
10m (32.8 FT) MAXIMUM•

MAX PRESSURE:
3 BARS•

pH OF WATER:
pH 9 MAXIMUM

CABLE GUARD FOR 
LIQUID MEASUREMENTS

SCALE: 1:7

FOR IN-PIPE INSTALLATIONS 

LED
STATUS

WITH INLINE ADAPTER

SENSOR CAP, REMOVABLE 

ATTACHMENT HOOK 
(REMOVABLE)

SENSOR STORAGE AND MOUNTING ORIENTATION
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