WATERPROOF LAMINATE — ®
AUDACITY EDISON Aridacily

AC4 | 10 MM + 2.0 MM

Gateway | CHAUDLO72 Sage | CHAUDLO80 Skipper | CHAUDLO83 Sorrell | CHAUDLO98

Goldenrod | CHAUDLI13 Douglas | CHAUDLI15 Olso | CHAUDL117

SPECIFICATIONS

Construction: Laminate —— P—
9" Wide x 60" Long (231 mm x 1525 mm)

Dimension:
Provides waterproof protection against spills

Overall Thickness: 12 mm (Includes 2 mm IXPE Pad) Waterproof Laminate i) alleelies,

BiDIZh: AC4 Realistic Wood Aesthetic Embossed-in-register texture and 4-sided
Texture: Embossed-In-Register painted bevels.

Edge Profile: 4-Sided Painted Bevel AC4 Rated Wear Surface This collection _resists everyday wear,
Installation: Angle / Angle scratches, and impact.

Warranty: 15 Year Light Commercial, 72 Hour Topical, Lifetime Residential

Testing: Critical Radiant Flux ASTM E648

Class | Surface Flammability DOC FF 1-70 Passed

Coefficient of Friction ASTM 2047 Passed>0.6
Collection, Trim Options &

Testing Information
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(800) 345-6287 | info@pacmat.com

Call your local sales rep for additional specifications, full installation instructions, and warranty information.



