
Varn®Web Anti-Static
Static control additive for Varn®web conditioner products

Varn® Web Conditioner Additive

Use Varn® Web Anti-Static additive to control or eliminate static that can occur when
using web conditioner applications. The product can be used separately from, or in 
addition to, Varn® Apollo Series Web Conditioners on all types of web paper stocks and
on any web press.

Advantages of Varn® Anti-Static 

• Designed to be compatible with all Varn Apollo products

• Will not cause separation or oiling out of Apollo products
when added to the diluted solution

• Low odor / no fragrance added as with commercial 
anti-static products

• Will not leave a residue on the printed sheet

Heatset News Retail
All Web

Applications



Varn® Anti-Static 

HMIS
Health 2
Fire  0
Reactivity  0
Personal Protection X

WHMIS
This product is not 
controlled

HMIS Index
0 = Minimal
1 = Slight
2 = Moderate
3 = Serious
4 = Severe
X = See supervisor 
for guidance

Directions

Specifications

Add Varn Anti-Static additive to diluted web conditioner at a rate of 1 ounce per gallon until proper static control
is achieved. To achieve optimal production results, measure carefully when adding the product to Apollo silicone
or web conditioner solution.

55 gallon poly drums
5 gallon pails
275 gallon tote

Packaging

The aim of our technical documents is to inform our customers about general values.
However, the transferability of general values known from experience and laboratory
results to concrete practical applications depends on a number of factors which are
beyond our control. We therefore ask for your understanding that this advice docu-
ment cannot be used as the basis for claims in law. Furthermore, the correct applica-
tion for each product has to be checked carefully for suitability.

Product names followed by a ® are trademarks registered by a Flint Group company.
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For more information:

Flint Group
Print Media North America
14909 N. Beck Road
Plymouth, MI 48170
+1 734 781 4600
www.flintgrp.com

More products. Streamlined access. Greater results.
Flint Group's Print Media division offers a uniquely powerful combination of products, services and expertise,
giving you access to the industry's broadest range of pressroom products.

Inks & Coatings. Pressroom Chemicals. Blankets. Sleeves. Consumables.

Rely on us for consistency, reliability and customer focus. Our aim is to make it easier for you to achieve your
business goals. With Flint Group products in your pressroom, you can run your business with confidence and
peace of mind.

Physical State: Liquid 
Color: Clear Blue 
Odor: Mild
Solubility in water: Complete; 100% 
Volatile Organic Chemicals % by wt: 5.22
VOC lb/gal: 0.43
pH: 9.6
Specific Gravity: 1.00
Bulk Density (lbs/Gal): 8.33
Bulk Density (kg/L) 1.00

•  Compatible with all Flint Group web conditioner / silicone products. 

•  Assists in controlling static due to climate or seasonal conditions.

•  Will not leave a residue or streaking appearance when applied correctly.


