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Description 
Specially formulated for high speed, wide format manroland & KBA heatset web 

presses 

 
 

Product Features 

 Varn® HSF 9242 fount features a revolutionary paper friendly formulation designed to minimise the 

problems of vanishing dots and paper deposit build up in tanks. 

 Varn® HSF 9242 is based on brand new technology and is truly revolutionary, formulated for the next 

generation of high speed, high pagination Heatset web presses. It will run alcohol free on both 

integrated and non integrated dampening systems, minimising ink feedback and maintaining clean 

tanks. 

 Varn® HSF 9242 has strong desensitisation properties and extends the interval between blanket 

washes - minimising waste and reducing downtime. 

 Performance features include greater stability on press, even at high speeds and temperatures 

allowing for even faster start-ups whilst minimising waste copy. 

 

Advantages  

 Eliminates alcohol. 

 Extremely quick, clean start up. 

 Stable pH controlled system. 

 Reduces calcium problems. 

 Advanced anti-corrosion technology. 

 Conforms to Blue Angel Eco-label certification criteria. 

 OEM approved. 

 Minimises waste copy. 
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You are welcome to contact us for further information 
T +44 161 775 5412 
 
dayinternational.eu@flintgrp.com  
www.flintgrp.com 

 
The aim of our technical documents is to inform and advise our customers. The information provided herein is correct to the best of Flint Group's 

knowledge. No liability for any errors, facts or opinions is accepted. Customers must satisfy themselves as to the suitability of this product for their 

application. No responsibility for any loss as a result of any person placing reliance on any material contained herein will be accepted. 

Product names followed by ® are trademarks registered by Flint Group (represented by Flint Group Packaging Inks North America Holding LLC, Day 

International, Inc. Varn International Inc.) 
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Benefits 

 Fewer problems with dot loss and deposits in tanks. 

 Unique stability on press. 

 Long press life. 

 Less waste therefore improved productivity and saleable copy. 

 

 
 
 
 
Available pack sizes 200kg (01N1) and 1000kg (01U0). 

Product code KT10-542G-#### (final 4 digits relate to pack size). 

                                                   KT10-5H9G-#### (250 version for hard water conditions). 

Application Wide format manroland and KBA heatset web presses. 

Recommended dosage Between 2% and 4% concentration to reach pH 4.8-5.2 depending on local water 

conditions. 

VOC content 9.8% w/w 

Flashpoint >100°C 

Approvals OEM approved (manroland and KBA Heatset Web presses) in accordance with Fogra 

corrosion and elastomer swell testing criteria. 

 

 

More products. Streamlined access. Greater results. 

 
We offer a uniquely powerful combination of products, services and expertise; giving you access to the industry’s broadest 

range of pressroom products. 

 

Pressroom Chemicals. Blankets. Sleeves. Consumables. 

 


