
33100 Beechwood, Westland, MI        4837 W. Grand River Lansing, MI         5460 36th St SE, Grand Rapids, MI
Ph: 888-292-1225 Ph: 800-292-1225  Ph: 877-292-1225
Fax: 734-261-4212 Fax: 517-827-3263  Fax: 616-285-5886
www.pro-tecequipment.com www.pro-tecequipment.com    www.pro-tecequipment.com

Heavy-Duty Overlap Sheeting

Description

Engineering Data

Heavy-duty overlap sheeting may require a site-specific engineered plan.  
Unless provided by Pro-Tec Equipment, any engineered shoring design is 

the responsibility of others.

Model Length Weight
OLS-144 12’ 540
OLS-168 14’ 630
OLS-192 16’ 720
OLS-216 18’ 810
OLS-240 20’ 900
OLS-288 24’ 1080

Area A = 13.32 in2

Moment of Inertia (Per Sheet) I = 24.45 in2

Section Modulus (Per Sheet) S = 12.83 in3

Radius of Gyration (Per Sheet) R = 1.355 in
Yield Strength Fy = 50,000#/in2
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Model Length (Ft.) Weight (Lbs.)
OLS-144 12 540
OLS-168 14 630
OLS-192 16 720
OLS-240 20 900
OLS-288 24 1,025
OLS-336 28 1,260

Sheet Width (Effective) 29.25 in
Profile Height 3.75 in
Moment of Inertia 9.24 in4/ft
Section Modulus 4.85 in3/ft
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