
IBC 1011.2 WIDTH MEETS
OR EXCEEDS WIDTH

REQUIREMENTS FOR 50
OCCUPANTS OR LESS

IBC 1011.5.2 MEETS RISE AND
RUN  DIMENSIONS

7" RISE  - 11" TREAD

IBC 1011.5.4 - COMPLIES WITH TOLERANCE
FOR  RISE AND RUN UNIFORMITY

IBC 1011.5.5 NOSING & RISER
PROFILE - COMPLIES WITH

CURVATURE OF NOT LESS THAN
1/16" AND NOT GREATER THAN

9/16".  ACTUAL = 5/16"

IBC 1011.5.5.1 NOSING DOES NOT
PROJECT MORE THAN 1 1/4"

IBC 1011.5.5.2 NOSING IS UNIFORM

IBC 1011.5.5.3
DOES NOT ALLOW A 4" SPHERE

TO PASS BETWEEN RISERS

IBC 1011.7.1 STAIRWAY WALKING SURFACE -
STAIRWAY WALK SURFACES HAVE A SERRATED SLIP
RESISTANT SURFACE THAT DOES NOT ALLOW THE
PASSAGE OF A 1/2" DIA. SPHERE.

IBC 1011.7.2 OUTDOOR CONDITIONS -
WATER WILL NOT ACCUMULATE ON
THE WALK SUFRACE.

1011.11 HANDRAILS -
STAIRWAYS TO HAVE HANDRAIL
ON EACH SIDE AND COMPLIES

WITH SECTION 1014

IBC 1011.13 GUARDS -
GUARDS ARE PROVIDED ALONG BOTH

SIDES OF STAIRSWAYS WHERE REQUIRED BY
SECTION 1015 AND ARE CONSTRUCTED  IN

ACCORDANCE WITH SECTION 1015.

IBC 1014.2 HANDRAILS -
MEETS 34" HEIGHT MEASURED ABOVE STAIR TREAD
NOSING

IBC 1014.3.1 HANDRAIL GRASPABILITY -
COMPLIES WITH TYPE I.  WE USE 1.5"

SQUARE TUBING.  HANDRAILS DO NOT
EXCEED THE MAX PERIMETER

DIMENSION OF 6 1/4" AND GREATER
THAN 4".

IBC 1014.4  CONTINUITY -
HANDRAIL GRIPPING SURFACE IS
CONTINUOUS, WITHOUT INTERRUPTION BY
NEWEL POSTS OR OTHER OBSTRUCTIONS.

IBC 1014.5 FITTINGS -
OUR HANDRAILS ARE SECURLY WELDED SO THAT
THEY DO NOT ROTATE WITHIN THEIR FITTINGS.

IBC 1014.6 HANDRAIL EXTENSIONS -
HANDRAILS WILL RETURN TO THE GUARD
RAIL AND CONTINUE 12" HORIZONTALLY
BEYOND THE NOSING OF THE TOP RISER.

IBC 1014.6 HANDRAIL EXTENSIONS -
HANDRAILS WILL RETURN TO THE GUARD
RAIL AND CONTINUE THE SLOPE FOR
THE DEPTH OF ONE TREAD (11") BEYOND
THE BOTTOM RISER.

IBC 1014.7 CLEARANCE -
THE CLEAR SPACE BETWEEN OUR HANDRAIL AND
GUARD RAIL PICKETS SHALL BE NOT BE LESS THAN 1 1/2"
AND NOT PROJECT BEYOND 4 1/2" INTO STAIR OPENING

IBC 1015.2 GUARDS -
GUARDS WILL BE ATTACHED TO STAIRS AND LANDINGS THAT

ARE LOCATED MORE THAN 30" MEASURED VERTICALLY TO
THE FLOOR OR GRADE BELOW AT ANY POINT WITHIN 36"

HORIZONTALLY TO THE EDGE OF THE OPEN SIDE. IBC 1607.8 -  HANDRAILS & GUARDS MEET OR EXCEED
LOADS REQUIRED IN THIS SECTION.

IBC 1014.4 - GUARD RAIL OPENING LIMITATIONS -
GUARDS WILL NOT HAVE OPENINGS THAT ALLOW
PASSAGE OF A SPHERE 4" IN DIAMETER FROM THE
WALKING SURFACE TO THE REQUIRED GUARD HEIGHT.

1015.3 GUARD RAIL HEIGHT -
GUARDS WILL BE 42" HIGH MEASURED VERTICALLY FROM
THE STAIR LANDING.

IBC 1011.6 - STAIRWAY LANDINGS -
OUR LANDINGS MEET OR EXCEED LANDING
REQUIREMENTS.

1015.3 GUARD RAIL HEIGHT -
GUARDS WILL BE 42" HIGH MEASURED
VERTICALLY FROM THE LINE CONNECTING THE
LEADING EDGES OF THE TREAD NOSINGS.


