
OSHA 1910.29(b)(2)(iii)

DIRECTION

HIGH A GUARDRAIL IS REQUIRED 

•

 - GUARDRAIL SYSTEMS 

•

 -OSHA 1910.29(b)(1) - GUARD RAIL HEIGHT

 - BALUSTERS ARE 

FAILURE, A FORCE OF 200 LBS IN ANY 

 - IF A PLATFORM IS 4 FEET OSHA 1910.28(b)(3)(i)

SURFACE .

•

•
INSTALLED NO MORE THAN 19 INCHES APART

ARE CAPABLE OF WITHSTANDING, WITHOUT 

GUARDS SHALL BE 42" ABOVE WALKING 

OSHA 1910.29(b)(3)

OSHA 1910.28(b)(11)(ii) - A GUARDRAIL IS •
REQUIRED IF A STAIR EXTENDS HIGHER 
THAN 4 RISERS/ OR 3 TREADS.

OSHA 1910.25(c)(2) - MAXIMUM RISER HEIGHT •
TO BE 9.5 INCHES (OURS ARE 7 INCHES)

OSHA 1910.25(b)(3) - STAIRS HAVE UNIFORM RISER •
HEIGHTS AND TREAD DEPTHS BETWEEN LANDINGS

OSHA 1910.29(b)(6) - GUARDRAIL •
SYSTEMS SHALL BE SMOOTH-SURFACED 
TO PREVENT INJURY

OSHA 1910.29(f)(4) - NO OPENING IN A STAIR •
RAIL SYSTEM EXCEEDS 19 INCHES AT IT'S LEAST 
DIMENSION

OSHA 1910.25(b)(6) - EACH STAIR CAN SUPPORT •
AT LEAST FIVE TIMES THE NORMAL ANTICIPATED 
LIVE LOAD, BUT NEVER LESS THAN 1,000 LBS

OSHA 1910.25(b)(3) - COMPLIES WITH •
TOLERANCE FOR  RISE AND RUN UNIFORMITY

OSHA 1910.25(c)(1) - STAIR ANGLES ARE TO BE •
BETWEEN 30 AND 50 DEGREES 

OSHA 1910.25(b)(4) - STAIRWAY •
LANDINGS AND PLATFORMS ARE 
AT LEAST THE WIDTH OF THE STAIR 
AND AT LEAST 30 INCHES

OSHA 1910.25(c)(3) - MINIMUM TREAD DEPTH •
OF 9.5 INCHES (OURS ARE 11 INCHES)


