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THE UNIVERSAL SWING GATE

Easy as 

WARNING:
Read and following assembly 
instructions before installing.

Scan for installation video. 
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MADE
IN

Easily adjusts from
24"[609mm] wide to 37"[939mm]

in parallel configuration
21"[533mm] wide to 33"[838mm]

in perpendicular configuration
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Perpendicular
Mount Spacer 

Square
U-bolt (2)  

Round
U-bolt (2)  

Mounting
bracket 

Gate extension
clamp assembly
bolt (2) hex nut (2)   

Gate extension

Clapper plate

Parallel Mount
Spacer 

Hex nut (4)
Washer (4)

Gate hinge (2)

Hinge base
assembly

Bolt (2)
Spring (4)*
Washer (2)

Washer (2)

Bolt (2)

Cap Nut (2)

WRENCH
•  9/16” wrench
•  3/4” wrench
•  7/16” wrench

ALLEN KEY
• 5/32” allen key
• 1/8” allen key
• 3/32” allen key
• 3/16” allen key

FLAT HEAD
SCREWDRIVER

BLUE THREAD
LOCKING
COMPOUND   

*2 Parallel Springs

*2 Perpendicular Springs

Assembly Instructions
YG2024.07.001



Perpendicular
mount spring 

Use screwdriver
to place spring
into channel
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PARALLEL
(Preset configuration out of the box)

PERPENDICULAR

Determine which orientation of 
the gate hinge and clapper plate 
is needed for application.

Adjustments required for
perpendicular mounting.

❶

❷

❹

❸

❺
Apply blue thread 
locking compound 
before replacing.   

*Repeat step 1-5 for lower gate hinge.

24” - 37”Opening

21” - 34”Opening
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Attach gate using one of the
3 types of bolt anchors provided.
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❸

❶
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Adjust gate to proper length 
and tighten clamps to set.

❷
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